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DCLRS
Size Ø ～Ø 

4 Flutes Long Neck Radius End Mills

Diamond coated 4 Flute Long Neck Radius End Mills for Graphite Electrodes.

Original diamond coating offers excellent resistance to wear on Graphite milling.

Long life tool with optimized flute geometry and high adhesion diamond coating. 
　

Features

Total 39 models Unit（mm）

Model
Number

Outside
Diameter

Ø D

Corner 
Radius

CR

Effective 
Length
ℓ 1

Length
of Cut
ℓ

Neck 
Diameter

Ø d1

Shank Taper
Angle
Bta

Overall
Length

L

Shank
Diameter

Ø d
DCLRS 4010-002-060

1

R0.02

6

2 0.97 16°

50

4

DCLRS 4010-002-100 10 50

DCLRS 4010-002-200 20 60

DCLRS 4010-005-060
R0.05

6 50

DCLRS 4010-005-100 10 50

DCLRS 4010-005-200 20 60

DCLRS 4015-002-120

1.5

R0.02

12

3 1.47 16°

55

4

DCLRS 4015-002-200 20 60

DCLRS 4015-002-300 30 80

DCLRS 4015-005-120
R0.05

12 55

DCLRS 4015-005-200 20 60

DCLRS 4015-005-300 30 80

DCLRS 4020-005-100

2

R0.05
10

4 1.98 16°

50

4

DCLRS 4020-005-200 20 60

DCLRS 4020-02-100
R0.2

10 50

DCLRS 4020-02-200 20 60

DCLRS 4020-02-300 30 80

DCLRS 4020-05-100
R0.5

10 50

DCLRS 4020-05-200 20 60

DCLRS 4020-05-300 30 80

DCLRS 4030-005-160

3

R0.05

16

6 2.95 16°

60

4

DCLRS 4030-005-200 20 60

DCLRS 4030-005-300 30 80

DCLRS 4030-02-160
R0.2

16 60

DCLRS 4030-02-200 20 60

DCLRS 4030-02-300 30 80

DCLRS 4030-05-160
R0.5

16 60

DCLRS 4030-05-200 20 60

DCLRS 4030-05-300 30 80

Material Applications（☆ Highly Recommended ◎ Recommended ○ Suggested）
Work Material

CARBON
STEELS

S45C
S55C

ALLOY
STEELS

SK SCM
SUS

PREHARDENED
STEELS
NAK
HPM

HARDENED STEELS CAST IRON ALUMINUM
ALLOYS

GRAPHITE COPPER PLASTICS GLASS
FILLED

PLASTICS

TITANIUM
ALLOYS

HEAT
RESISTANT

ALLOYS

CEMENTED
CARBIDE

HARD BRITTLE
(NON-METALLIC)

MATERIALS～ 55HRC ～ 60HRC ～ 70HRC

○ ☆ ○ ○ ◎ ○

The shank taper angle shown is not an exact value and to avoid

contact with the work piece, we recommend the user controls the

precise value of this angle. Shank taper angle should not make

contact with the work piece.
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4 Flutes Long Neck Radius End Mills

Model
Number

Outside
Diameter

Corner 
Radius

Effective 
Length

Length
of Cut

Neck 
Diameter

Shank Taper
Angle

Overall
Length

Shank
Diameter

DCLRS    Milling Conditions

WORK MATERIAL GRAPHITE

Model Number Outside Diameter Corner Radius Effective Length Spindle Speed Feed Rate Axial Depth Radial Depth

Note:
・Use a milling machine dedicated for Graphite.
・Recommend air blow for Graphite.

Axial Depth
Radial Depth
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Size

4 Flutes Long Neck Radius End Mills

Diamond coated 4 Flute Long Neck Radius End Mills for Graphite Electrodes.

Original diamond coating offers excellent resistance to wear on Graphite milling.

Long life tool with optimized flute geometry and high adhesion diamond coating. 
　

Features

Total 39 models Unit

Model
Number

Outside
Diameter

Corner 
Radius

Effective 
Length

Length
of Cut

Neck 
Diameter

Shank Taper
Angle

Overall
Length

Shank
Diameter

Material Applications（☆ Highly Recommended ◎ Recommended ○ Suggested）
Work Material

CARBON
STEELS

ALLOY
STEELS

PREHARDENED
STEELS

HARDENED STEELS CAST IRON ALUMINUM
ALLOYS

GRAPHITE COPPER PLASTICS GLASS
FILLED

PLASTICS

TITANIUM
ALLOYS

HEAT
RESISTANT

ALLOYS

CEMENTED
CARBIDE

HARD BRITTLE
(NON-METALLIC)

MATERIALS

○ ☆ ○ ○ ◎ ○

The shank taper angle shown is not an exact value and to avoid

contact with the work piece, we recommend the user controls the

precise value of this angle. Shank taper angle should not make

contact with the work piece.
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4 Flutes Long Neck Radius End Mills

Model
Number

Outside
Diameter

φ D

Corner 
Radius

CR

Effective 
Length
ℓ 1

Length
of Cut
ℓ

Neck 
Diameter

φ d1

Shank Taper
Angle
Bta

Overall
Length

L

Shank
Diameter

φ d
DCLRS 4040-02-200

4

R0.2

20

8 3.93 16°

60

6

DCLRS 4040-02-300 30 80

DCLRS 4040-02-400 40 80

DCLRS 4040-05-200
R0.5

20 60

DCLRS 4040-05-300 30 80

DCLRS 4040-05-400 40 80

DCLRS 4060-02-300

6

R0.2
30

12 5.93 �

100

6
DCLRS 4060-02-600 60 120

DCLRS 4060-05-300
R0.5

30 100

DCLRS 4060-05-600 60 120

DCLRS    Milling Conditions

WORK MATERIAL GRAPHITE

Model Number Outside Diameter
（mm）

Corner Radius
（mm）

Effective Length
（mm）

Spindle Speed
（min-1

Spindle Speed
-1

Spindle Speed
）

Feed Rate
（mm/min）

ap
Axial Depth
（mm）

ae
Radial Depth
（mm）

4010-002-060

1

R0.02
6 26,000 1,700 0.12 0.7

4010-002-100 10 22,000 1,300 0.12 0.6
4010-002-200 20 13,000 750 0.1 0.5
4010-005-060

R0.05
6 26,000 1,700 0.12 0.6

4010-005-100 10 22,000 1,300 0.12 0.5
4010-005-200 20 13,000 750 0.1 0.4
4015-002-120

1.5

R0.02
12 19,000 1,700 0.18 1.1

4015-002-200 20 15,000 1,300 0.14 0.9
4015-002-300 30 10,000 800 0.11 0.7
4015-005-120

R0.05
12 19,000 1,700 0.18 0.95

4015-005-200 20 15,000 1,300 0.14 0.75
4015-005-300 30 10,000 800 0.11 0.6
4020-005-100

2

R0.05
10 20,000 2,400 0.3 1.4

4020-005-200 20 16,000 1,800 0.25 1.35
4020-02-100

R0.2
10 20,000 2,400 0.3 1.2

4020-02-200 20 16,000 1,800 0.25 1.15
4020-02-300 30 12,000 1,300 0.2 1.1
4020-05-100

R0.5
10 20,000 2,400 0.3 0.95

4020-05-200 20 16,000 1,800 0.25 0.9
4020-05-300 30 12,000 1,300 0.2 0.85
4030-005-160

3

R0.05
16 16,500 3,100 0.4 2.3

4030-005-200 20 16,000 2,900 0.4 2.1
4030-005-300 30 14,000 2,300 0.4 1.9
4030-02-160

R0.2
16 16,500 3,100 0.4 2

4030-02-200 20 16,000 2,900 0.4 1.8
4030-02-300 30 14,000 2,300 0.4 1.6
4030-05-160

R0.5
16 16,500 3,100 0.4 1.7

4030-05-200 20 16,000 2,900 0.4 1.5
4030-05-300 30 14,000 2,300 0.4 1.4
4040-02-200

4

R0.2
20 14,000 3,400 0.5 2.7

4040-02-300 30 13,000 3,000 0.5 2.6
4040-02-400 40 12,000 2,600 0.5 2.5
4040-05-200

R0.5
20 14,000 3,400 0.5 2.3

4040-05-300 30 13,000 3,000 0.5 2.2
4040-05-400 40 12,000 2,600 0.5 2.1
4060-02-300

6
R0.2

30 13,000 4,300 0.75 4
4060-02-600 60 10,000 2,800 0.75 3.7
4060-05-300

R0.5
30 13,000 4,300 0.75 3.5

4060-05-600 60 10,000 2,800 0.75 3.1

Note:
・Use a milling machine dedicated for Graphite.
・Recommend air blow for Graphite.

ap：Axial Depth（mm）
ae：Radial Depth（mm）
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U.S. HEADQUARTERS 
1260 N. Fee Ana Street, Anaheim, CA 92807-1817
TEL: 714-521-6242     FAX: 714-521-8642

UPPER MIDWEST REGIONAL SERVICE CENTER
155 Bridgepoint Drive, South St.Paul, MN 55075
TEL: 651-552-0440     FAX: 651-552-0435
Prices & Specifications are subject to change without notice.

http://www.usuniontool.com

Correct application and operation is strongly advised to avoid clogging, abrasion, etc, that could cause serious accidents or injuries. 
Ignition or sparks generated during milling could lead to fire or extreme damage to the work piece. 
End Mills are made with very sharp cutting edges and must be handled with extra care.

Advisory for Safe Use of UNIMAX Tungsten Carbide End Mills

Advisory for regrinding UNIMAX Tungsten Carbide End Mills
� Never regrind the tool without wearing safety glasses and a face guard.

� Never touch the cutting edge with your bare hands,  as this could cause serious injury. Special caution is required when opening the package.
� Dropping the tool could cause breakage or flying debris, leading to serious injury.
� During milling, unexpected impact or shock on the tool could cause breakage or flying debris. Ensure to use protective items such as safety glasses and a face guard.
� For best results, fine parameter adjustment may be required, depending on the materials; milling shape and strategy; machine rigidity and spindle capability.
� Use a machine that has high rigidity and generates a low level of vibration.
� Do not use flammable cutting oils.


